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1 Executive Summary 

1.1 Background 

Ektimo was engaged by Quantem Bulk Liquid Storage & Handling to perform emission testing at their Port 
Botany, Site A, plant. Testing was carried out in accordance with the post commissioning testing requirements 
outlined in section E2 of Environment Protection Licence (EPL) 1048. 

 

 

1.2 Project Objective & Overview 

The objective of the project was to quantify emissions from one (1) discharge point to determine compliance 
with Quantem Bulk Liquid Storage & Handling’s Environmental Licence. 

Monitoring was performed as follows: 

Location Test Parameters* Test Date 

EPA 13 – Thermal Oxidiser 2 
Round 1 

Nitrogen oxides (as NO2), oxygen (O2) 
Volatile organic compounds (as n-propane) 
Benzene 

19 March 2024 

EPA 13 – Thermal Oxidiser 2 
Round 2 4 April 2024 

EPA 13 – Thermal Oxidiser 2 
Round 3 

Nitrogen oxides (as NO2), oxygen (O2) 
Volatile organic compounds (as n-propane)  
Benzene  
Type 1 and Type 2 substances in aggregate 
Solid particles (total)  
Sulfuric acid mist (H2SO4) or sulfur trioxide (SO3) 

2 May 2024 

EPA 13 – Thermal Oxidiser 2 
Round 4 21 June 2024 

* Flow rate, velocity, temperature, and moisture were also determined. 

All results are reported on a dry basis at STP.  

Plant operating conditions have been noted in this report. 
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1.3 Licence Comparison & Results Summary 

The following licence comparison table shows all analytes are within the licence limit set by the NSW EPA as per licence 1048 (last amended on 28 September 2023). 

 

Please note that the measurement uncertainty associated with the test results was not considered when determining whether the results were compliant or non-compliant.  

Round 1  
Detected 

values 

Round 1 Detected 
values (corrected 

to 3% O2) 

Round 2  
Detected 

values 

Round 2 Detected 
values (corrected 

to 3% O2) 

Round 3  
Detected 

values 

Round 3 Detected 
values (corrected 

to 3% O2) 

Round 4  
Detected 

values 

Round 4 Detected 
values (corrected 

to 3% O2) 
19-Mar-24 19-Mar-24 04-Apr-24 04-Apr-24 02-May-24 02-May-24 21-Jun-24 21-Jun-24

Nitrogen oxides (as NO2) mg/m3 at STP dry 350 110 200 120 220 110 190 110 190

Volatile organic compounds 
(VOCs) as n-propane mg/m3 at STP dry 20 <0.07 <0.1 <0.07 <0.1 0.1 0.16 0.38 0.6

Benzene mg/m3 at STP dry 1 <0.08 <0.1 <0.07 <0.1 <0.07 <0.1 <0.08 <0.1

Type 1 & 2 substances in aggregate mg/m3 at STP dry NA NA NA NA NA ≤0.26 ≤0.44 ≤0.16 ≤0.26

Solid particles (total) mg/m3 at STP dry NA NA NA NA NA 9.9 15 1.9 3.2

Sulfur trioxide (as SO3 inc H2SO4) mg/m3 at STP dry NA NA NA NA NA 1.3 1.9 0.31 0.52

Oxygen % NA 10.9 NA 11.2 NA 10.2 NA 10.2 NA

Temperature °C NA 1019 NA 1006 NA 1014 NA 1005 NA

Dry gas density kg/m3 NA 1.31 NA 1.31 NA 1.32 NA 1.31 NA

Moisture content % NA 10.8 NA 10.2 NA 12.8 NA 12.9 NA

Molecular weight of gases g/g mole (dry) NA 29.4 NA 29.4 NA 29.6 NA 29.5 NA

Velocity m/s NA 9.4 NA 8.2 NA 9.4 NA 14 NA

Volumetric flowrate (actual) m3/s NA 7.9 NA 6.8 NA 7.8 NA 12 NA

Units
Licence 

limit 

13 Thermal Oxidiser 2

EPA No.
Location 

Description
Parameter
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2 Results 

2.1 EPA 13 – Thermal Oxidiser 2 – Round 1 

 

 

  

Date Client
Report Stack ID
Licence No. Location
Ektimo Staff State
Process Conditions Please refer to cl ient records . 240226

space space space
Stack Parameters
Moisture content, %v/v 10.8
Gas  molecular weight, g/g mole 28.2 (wet) 29.4 (dry)
Gas  dens i ty at STP, kg/m³ 1.26 (wet) 1.31 (dry)
Gas  dens i ty at discharge conditions , kg/m³ 0.27
% Oxygen correction & Factor 3 % 1.78

Flow measurement time(s ) (hhmm) 1045 & 1255
Temperature, °C 1019
Temperature, K 1292
Veloci ty at sampl ing plane, m/s 9.4
Volumetric flow rate, actua l , m³/s 7.9
Volumetric flow rate (wet STP), m³/s 1.7
Volumetric flow rate (dry STP), m³/s 1.5
Mass  flow rate (wet bas is ), kg/h 7500
space space space space space space space space space space space
Gas Analyser Results

Sampling time

Mass Rate Mass Rate Mass Rate
Combustion Gases mg/m³ g/min mg/m³ g/min mg/m³ g/min

Nitrogen oxides  (as  NO2) 200 10 170 8.6 220 11

Carbon dioxide
Oxygen

Total VOCs (as n-Propane)

Mass Rate
mg/m³ g/min

Tota l <0.1 <0.006
space space space space space space space space space space space

VOC (speciated)
Sampling time

Mass Rate
mg/m³ g/min

Detection l imit⁽¹⁾ <0.1 <0.007
Benzene <0.1 <0.007

(1) Unless otherwise reported, the following target compounds were found to be below detection:

Gas Flow Parameters

Corrected 
to 3% O2ConcentrationConcentration

Concentration
% v/v

Concentration

Ethanol, Acetone, Isopropanol, Pentane, 1,1-Dichloroethene,Acrylonitrile, Dichloromethane, trans-1,2-Dichloroethene, Methyl ethyl ketone, n-Hexane, cis-1,2-Dichloroethene, Ethyl acetate, Chloroform, 1,1,1
Trichloroethane, 1,2-Dichloroethane, Cyclohexane, Benzene, Carbon tetrachloride, Butanol, Isopropyl acetate, 2-Methylhexane, 2,3-Dimethylpentane, 1-Methoxy-2-propanol, 3-Methylhexane, Heptane,
Trichloroethylene, Ethyl acrylate, Methyl methacrylate, Propyl acetate, Methylcyclohexane, Methyl Isobutyl Ketone, Toluene, 1,1,2-Trichloroethane,2-Hexanone, Octane, Tetrachloroethene, Butyl acetate,
Chlorobenzene, Ethylbenzene,m + p-Xylene,1-Methoxy-2-propyl acetate, Styrene, o-Xylene, Butyl acrylate, Nonane, 2-Butoxyethanol, Cellosolve acetate, 1,1,2,2-Tetrachloroethane, Isopropylbenzene, alpha-
Pinene, Propylbenzene, 1,3,5-Trimethylbenzene, beta-Pinene, tert-Butylbenzene, 1,2,4-Trimethylbenzene, Decane, 3-Carene, 1,2,3-Trimethylbenzene, D-Limonene, Undecane, Dodecane, Tridecane,
Tetradecane, Residuals as Toluene

Results
1123-1223

Concentration

Corrected 
to 3% O2

Corrected 
to 3% O2

Results

1143 - 1243
Average Maximum

1143 - 1243
Minimum

Concentration
Corrected 
to 3% O2

Corrected 
to 3% O2

19/03/2024
R016749
1048

Quantem Bulk Liquid Storage and Handl ing
EPA Point 13
Port Botany
NSWSahad Musthafa , James  Cul len

1143 - 1243

mg/m³

96110

mg/m³

130

mg/m³

mg/m³

<0.07

<0.08

mg/m³

<0.08

11.3
5.6

% v/v
Concentration

10.9
5.4

% v/v
Concentration

5.1
10.4
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2.2 EPA 13 – Thermal Oxidiser 2 – Round 2 

 

 

  

Date Client
Report Stack ID
Licence No. Location
Ektimo Staff State
Process Conditions hexane truck unloading during test time 240322

space space space
Stack Parameters
Moisture content, %v/v 10.2 
Gas  molecular weight, g/g mole 28.2 (wet) 29.4 (dry)
Gas  dens i ty at STP, kg/m³ 1.26 (wet) 1.31 (dry)
Gas  dens i ty at discharge conditions , kg/m³ 0.27
% Oxygen correction & Factor 3 % 1.85

Flow measurement time(s ) (hhmm) 1035 & 1155
Temperature, °C 1006
Temperature, K 1279
Veloci ty at sampl ing plane, m/s 8.2
Volumetric flow rate, actua l , m³/s 6.8
Volumetric flow rate (wet STP), m³/s 1.5
Volumetric flow rate (dry STP), m³/s 1.3
Mass  flow rate (wet bas is ), kg/h 6700
space space space space space space space space space space space
Gas Analyser Results

Sampling time

Mass Rate Mass Rate Mass Rate
Combustion Gases mg/m³ g/min mg/m³ g/min mg/m³ g/min

Nitrogen oxides  (as  NO2) 220 9.6 210 8.9 240 10

Carbon dioxide
Oxygen

Total VOCs (as n-Propane)

Mass Rate
mg/m³ g/min

Tota l <0.1 <0.005
space space space space space space space space space space space

VOC (speciated)
Sampling time

Mass Rate
mg/m³ g/min

Detection l imit⁽¹⁾ <0.1 <0.005
Benzene <0.1 <0.005

(1) Unless otherwise reported, the following target compounds were found to be below detection:

% v/v
Concentration

mg/m³

<0.07
<0.07

mg/m³

<0.07

mg/m³

110120

mg/m³

130

mg/m³

1040 - 1139

Quantem Bulk Liquid Storage and Handl ing
EPA Point 13
Port Botany
NSWMohamed Trabels i , Scott Woods

4/04/2024
R016749
1048

1040 - 1139
Average Maximum

1040 - 1139
Minimum

Concentration
Corrected 
to 3% O2

Corrected 
to 3% O2

Concentration

Corrected 
to 3% O2

Corrected 
to 3% O2

Results

Ethanol, Acetone, Isopropanol, Pentane, 1,1-Dichloroethene, Acrylonitrile, Dichloromethane, trans-1,2-Dichloroethene, Methyl ethyl ketone, n-Hexane, cis-1,2-Dichloroethene, Ethyl acetate, Chloroform, 1,1,1
Trichloroethane, 1,2-Dichloroethane, Cyclohexane, Benzene, Carbon tetrachloride, Butanol, Isopropyl acetate, 2-Methylhexane, 2,3-Dimethylpentane, 1-Methoxy-2-propanol, 3-Methylhexane, Heptane,
Trichloroethylene, Ethyl acrylate, Methyl methacrylate, Propyl acetate, Methylcyclohexane, Methyl Isobutyl Ketone, Toluene, 1,1,2-Trichloroethane, 2-Hexanone, Octane, Tetrachloroethene, Butyl acetate,
Chlorobenzene, Ethylbenzene, m + p-Xylene, 1-Methoxy-2-propyl acetate, Styrene, o-Xylene, Butyl acrylate, Nonane, 2-Butoxyethanol, Cellosolve acetate, 1,1,2,2-Tetrachloroethane, Isopropylbenzene, alpha-
Pinene, Propylbenzene, 1,3,5-Trimethylbenzene, beta-Pinene, tert-Butylbenzene, 1,2,4-Trimethylbenzene, Decane, 3-Carene, 1,2,3-Trimethylbenzene, D-Limonene, Undecane, Dodecane, Tridecane,
Tetradecane, Residuals as Toluene

Results
1050-1150

Concentration

Gas Flow Parameters

Corrected 
to 3% O2ConcentrationConcentration

10.1
4.6

% v/v
Concentration

11.9
5.5

% v/v
Concentration

11.2
5
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2.3 EPA 13 – Thermal Oxidiser 2 – Round 3 

 

  

Date Client
Report Stack ID
Licence No. Location
Ektimo Staff State
Process Conditions Please refer to cl ient records . 240424

space
Stack Parameters
Moisture content, %v/v 12.8
Gas  molecular weight, g/g mole 28.1 (wet) 29.6 (dry)
Gas  dens i ty at STP, kg/m³ 1.25 (wet) 1.32 (dry)
Gas  dens i ty at discharge conditions , kg/m³ 0.27
% Oxygen correction & Factor 3 % 1.54

Flow measurement time(s ) (hhmm) 1205 & 1351
Temperature, °C 1014
Temperature, K 1287
Veloci ty at sampl ing plane, m/s 9.6
Volumetric flow rate, actua l , m³/s 8
Volumetric flow rate (wet STP), m³/s 1.7
Volumetric flow rate (dry STP), m³/s 1.5
Mass  flow rate (wet bas is ), kg/h 7800
space space space space space space space space space
Isokinetic Results

Sampling time

Mass Rate
mg/m³ g/min

Sol id Particles 15 0.9
Sul fur trioxide and/or Sul furic acid (as  SO3) 1.9 0.11

Isokinetic Sampling Parameters
Sampl ing time, min
Isokinetic rate, %
Gravimetric analys is  date (tota l  particulate)

Total VOCs (as n-Propane)

Mass Rate
mg/m³ g/min

Tota l 0.16 0.0093
space space space space space space space space space

VOC (speciated)
Sampling time

Mass Rate
mg/m³ g/min

Detection l imit⁽¹⁾ <0.1 <0.006
Benzene <0.1 <0.006
Toluene 0.19 0.011
Res iduals  as  Toluene 0.14 0.0081

(1) Unless otherwise reported, the following target compounds were found to be below detection:

13-05-2024
108
80

0.09

mg/m³

<0.07
<0.07
0.12

mg/m³

0.1

1.3

mg/m³

9.9

Concentration
Corrected 
to 3% O2

Quantem Bulk Liquid Storage and Handl ing
EPA Point 13
Port Botany
NSWSteven Cooper & Scott Woods

2/05/2024
R016749
1048

Concentration

Corrected 
to 3% O2

Corrected 
to 3% O2

Results

Ethanol, Acetone, Isopropanol, Pentane, 1,1-Dichloroethene, Acrylonitrile, Dichloromethane, trans-1,2-Dichloroethene, Methyl ethyl ketone, n-Hexane, cis-1,2-
Dichloroethene, Ethyl acetate, Chloroform, 1,1,1-Trichloroethane, 1,2-Dichloroethane, Cyclohexane, Benzene, Carbon tetrachloride, Butanol, Isopropyl acetate, 2-
Methylhexane, 2,3-Dimethylpentane, 1-Methoxy-2-propanol, 3-Methylhexane, Heptane, Trichloroethylene, Ethyl acrylate, Methyl methacrylate, Propyl acetate,
Methylcyclohexane, Methyl Isobutyl Ketone, 1,1,2-Trichloroethane,2-Hexanone, Octane, Tetrachloroethene, Butyl acetate, Chlorobenzene, Ethylbenzene, m + p-Xylene, 1-
Methoxy-2-propyl acetate, Styrene, o-Xylene, Butyl acrylate, Nonane, 2-Butoxyethanol, Cellosolve acetate, 1,1,2,2-Tetrachloroethane, Isopropylbenzene, alpha-Pinene,
Propylbenzene, 1,3,5-Trimethylbenzene, beta-Pinene, tert-Butylbenzene, 1,2,4-Trimethylbenzene, Decane, 3-Carene, 1,2,3-Trimethylbenzene, D-Limonene, Undecane,
Dodecane, Tridecane, Tetradecane

Results
1220-1321

Concentration

Gas Flow Parameters

Results
1215-1336
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Date Client
Report Stack ID
Licence No. Location
Ektimo Staff State
Process Conditions Please refer to cl ient records . 240424

space space space
Stack Parameters
Moisture content, %v/v 12.8
Gas  molecular weight, g/g mole 28.1 (wet) 29.6 (dry)
Gas  dens i ty at STP, kg/m³ 1.25 (wet) 1.32 (dry)
Gas  dens i ty at discharge conditions , kg/m³ 0.27
% Oxygen correction & Factor 3 % 1.67

Flow measurement time(s ) (hhmm) 1351 & 1532
Temperature, °C 1015
Temperature, K 1288
Veloci ty at sampl ing plane, m/s 9.1
Volumetric flow rate, actua l , m³/s 7.6
Volumetric flow rate (wet STP), m³/s 1.6
Volumetric flow rate (dry STP), m³/s 1.4
Mass  flow rate (wet bas is ), kg/h 7400
space space space space space space space space space space space
Gas Analyser Results

Sampling time

Mass Rate Mass Rate Mass Rate
Combustion Gases mg/m³ g/min mg/m³ g/min mg/m³ g/min

Nitrogen oxides  (as  NO2) 190 9.8 180 9.4 240 12

Carbon dioxide
Oxygen
space space space space space space space space space space space
Isokinetic Results

Sampling time

Mass Rate
mg/m³ g/min

Antimony <0.008 <0.0004
Arsenic <0.004 <0.0002
Beryl l ium <0.001 <0.00005
Cadmium <0.0009 <0.00005
Chromium 0.23 0.012
Cobalt <0.001 <0.00007
Lead 0.009 0.00046
Manganese 0.013 0.00067
Mercury <0.005 <0.0002
Nickel 0.15 0.0079
Selenium <0.008 <0.0004
Tin <0.004 <0.0002
Vanadium <0.002 <0.0001

Type 1 & 2 Substances
Upper Bound
Tota l  Type 1 Substances ≤0.027 ≤0.0014
Tota l  Type 2 Substances ≤0.41 ≤0.021
Tota l  Type 1 & 2 Substances ≤0.44 ≤0.023

Isokinetic Sampling Parameters
Sampl ing time, min
Isokinetic rate, %

Results
1414-1535

Gas Flow Parameters

Corrected 
to 3% O2ConcentrationConcentration

Concentration
% v/v

6.4
10.2

Concentration
% v/v

6.4
9.9

Concentration
% v/v

1414 - 1518
Average Maximum

1414 - 1518
Minimum

Concentration
Corrected 
to 3% O2

Corrected 
to 3% O2

2/05/2024
R016749
1048

Quantem Bulk Liquid Storage and Handl ing
EPA Point 13
Port Botany
NSWSteven Cooper & Scott Woods

Concentration
Corrected 
to 3% O2

1414 - 1518

mg/m³

110110

mg/m³

140

mg/m³

mg/m³

<0.005
<0.002

<0.0006
<0.0006

0.14
<0.0008
0.0054
0.0078
<0.003
0.093

<0.005
<0.002
<0.001

≤0.016
≤0.25
≤0.26

102
80

6.7
10.3
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2.4 EPA 13 – Thermal Oxidiser 2 – Round 4 

 
 
  

Date Client
Report Stack ID
Licence No. Location
Ektimo Staff State
Process Conditions Please refer to cl ient records . 240502

space
Stack Parameters
Moisture content, %v/v 12.9
Gas  molecular weight, g/g mole 28.0 (wet) 29.5 (dry)
Gas  dens i ty at STP, kg/m³ 1.25 (wet) 1.32 (dry)
Gas  dens i ty at discharge conditions , kg/m³ 0.27
% Oxygen correction & Factor 3 % 1.59

Flow measurement time(s ) (hhmm) 1225 & 1355
Temperature, °C 998
Temperature, K 1271
Veloci ty at sampl ing plane, m/s 14
Volumetric flow rate, actua l , m³/s 12
Volumetric flow rate (wet STP), m³/s 2.6
Volumetric flow rate (dry STP), m³/s 2.2
Mass  flow rate (wet bas is ), kg/h 12000
space space space space space space space space space
Isokinetic Results

Sampling time

Mass Rate
mg/m³ g/min

Antimony <0.007 <0.0006
Arsenic <0.003 <0.0003
Beryl l ium <0.0009 <0.00008
Cadmium <0.001 <0.00009
Chromium 0.21 0.018
Cobalt <0.001 <0.0001
Lead <0.002 <0.0002
Manganese 0.0053 0.00045
Mercury <0.0008 <0.00007
Nickel 0.0073 0.00062
Selenium <0.007 <0.0006
Tin <0.003 <0.0003
Vanadium <0.002 <0.0002

Type 1 & 2 Substances
Upper Bound
Tota l  Type 1 Substances <0.01 <0.001
Tota l  Type 2 Substances ≤0.24 ≤0.02
Tota l  Type 1 & 2 Substances ≤0.26 ≤0.022

Isokinetic Sampling Parameters
Sampl ing time, min
Isokinetic rate, %

<0.009
≤0.15
≤0.16

80
99

<0.004
<0.002

<0.0006
<0.0007

0.14
<0.0007
<0.001
0.0034

<0.0005
0.0046
<0.004
<0.002
<0.001

mg/m³
Concentration

Corrected to 
3% O2

Quantem Bulk Liquid Storage and Handl ing
EPA Point 13
Port Botany
NSWMohamed Trabels i / Sahad Musthafa

21/06/2024
R016749
1048

Gas Flow Parameters

Results
1230-1352
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Date Client
Report Stack ID
Licence No. Location
Ektimo Staff State
Process Conditions Please refer to cl ient records . 240502

Total VOCs (as n-Propane)

Mass Rate
mg/m³ g/min

Tota l 0.6 0.051
space space space space space space space space space

VOC (speciated)
Sampling time

Mass Rate
mg/m³ g/min

Detection l imit⁽¹⁾ <0.1 <0.01
Acetone 0.35 0.03
Benzene <0.1 <0.01
Res iduals  as  Toluene 0.7 0.059

(1) Unless otherwise reported, the following target compounds were found to be below detection:

0.44

mg/m³

<0.08
0.22

<0.08

mg/m³

0.38

Quantem Bulk Liquid Storage and Handl ing
EPA Point 13
Port Botany
NSWMohamed Trabels i / Sahad Musthafa

21/06/2024
R016749
1048

Concentration

Corrected to 
3% O2

Corrected to 
3% O2

Results

Ethanol, Isopropanol, Pentane, 1,1-Dichloroethene, Acrylonitrile, Dichloromethane, trans-1,2-Dichloroethene, Methyl ethyl ketone, n-Hexane, cis-1,2-Dichloroethene, Ethyl acetate,
Chloroform, 1,1,1-Trichloroethane,1,2-Dichloroethane, Cyclohexane, Benzene, Carbon tetrachloride, Butanol, Isopropyl acetate, 2-Methylhexane, 2,3-Dimethylpentane, 1-Methoxy-2-
propanol, 3-Methylhexane, Heptane, Trichloroethylene, Ethyl acrylate, Methyl methacrylate, Propyl acetate, Methylcyclohexane, Methyl Isobutyl Ketone, Toluene, 1,1,2
Trichloroethane, 2-Hexanone, Octane, Tetrachloroethene, Butyl acetate, Chlorobenzene, Ethylbenzene, m + p-Xylene,1-Methoxy-2-propyl acetate, Styrene, o-Xylene, Butyl acrylate,
Nonane, 2-Butoxyethanol, Cellosolve acetate, 1,1,2,2-Tetrachloroethane, Isopropylbenzene, alpha-Pinene, Propylbenzene, 1,3,5-Trimethylbenzene,beta-Pinene, tert-Butylbenzene,
1,2,4-Trimethylbenzene, Decane, 3-Carene, 1,2,3-Trimethylbenzene, D-Limonene, Undecane, Dodecane, Tridecane, Tetradecane

Results
1235-1335

Concentration
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Date Client
Report Stack ID
Licence No. Location
Ektimo Staff State
Process Conditions Please refer to cl ient records . 240502

space space space
Stack Parameters
Moisture content, %v/v 12.9
Gas  molecular weight, g/g mole 28.0 (wet) 29.5 (dry)
Gas  dens i ty at STP, kg/m³ 1.25 (wet) 1.31 (dry)
Gas  dens i ty at discharge conditions , kg/m³ 0.27
% Oxygen correction & Factor 3 % 1.67

Flow measurement time(s ) (hhmm) 1355 & 1525
Temperature, °C 1012
Temperature, K 1285
Veloci ty at sampl ing plane, m/s 14
Volumetric flow rate, actua l , m³/s 12
Volumetric flow rate (wet STP), m³/s 2.5
Volumetric flow rate (dry STP), m³/s 2.2
Mass  flow rate (wet bas is ), kg/h 11000
space space space space space space space space space space space
Gas Analyser Results

Sampling time

Mass Rate Mass Rate Mass Rate
Combustion Gases mg/m³ g/min mg/m³ g/min mg/m³ g/min

Nitrogen oxides  (as  NO2) 190 15 58 4.5 200 15

Carbon dioxide
Oxygen
space space space space space space space space space space space
Isokinetic Results

Sampling time

Mass Rate
mg/m³ g/min

Sol id Particles 3.2 0.25
Sul fur trioxide and/or Sul furic acid (as  SO3) 0.52 0.041

Isokinetic Sampling Parameters
Sampl ing time, min
Isokinetic rate, %
Gravimetric analys is  date (tota l  particulate) 25-06-2024

0.31

mg/m³

1.9

mg/m³

120

mg/m³

35110

20.8
5.9

% v/v
Concentration

5.8
10.2

% v/v
Concentration

1400 - 1518

mg/m³

Concentration
Corrected 
to 3% O2

EPA Point 13
Port Botany
NSWMohamed Trabels i / Sahad Musthafa

21/06/2024
R016749
1048

Quantem Bulk Liquid Storage and Handl ing

1400 - 1518
Average Maximum

1400 - 1518
Minimum

Concentration
Corrected 
to 3% O2

Corrected 
to 3% O2

Gas Flow Parameters

Corrected 
to 3% O2ConcentrationConcentration

Concentration
% v/v

<0.4
9.6

80
99

Results
1400-1522
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3 Sample Plane Compliance 

3.1 EPA 13 – Thermal Oxidiser 2 

 
 

 

4 Plant Operating Conditions 

See Quantem Bulk Liquid Storage & Handling records for complete process conditions. 

Rounds 1 & 2 were completed when the thermal oxidiser was treating displaced gas from tank filling on-site. 
Rounds 3 & 4 were completed when the thermal oxidiser was treating liquid waste. 

  

Sampling Plane Details
Source tested
Sampl ing plane dimens ions
Sampl ing plane area
Sampl ing port s i ze, number & depth
Duct orientation &  shape
Downstream dis turbance
Upstream dis turbance
No. traverses  & points  sampled
Sample plane conformance to AS 4323.1
space space space space space space space space
The sampling plane is deemed to be non-conforming due to the following reasons:

Thermal  oxidiser

4" Flange (x2), 570 mm

1030 mm
0.833 m²

4 D
1 D
12

Vertica l
Exi t

Change in diameter
2

Circular

The upstream dis turbance i s  <2D from the sampl ing plane

Non-conforming
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5 Test Methods 

All sampling and analysis were performed by Ektimo unless otherwise specified. Specific details of the methods 
are available upon request. 

 
* Uncertainties cited in this table are estimated using typical values and are calculated at the 95% confidence level (coverage factor = 2). 
† Analysis performed by Ektimo. Results were reported to Ektimo on: 
28 March 2024 in report LV-005612. 
24 April 2024 in report LV-005683. 
10 May 2024 in report LV-005741. 
14 May 2024 in report LV-005754. 
24 April 2024 in report LV-005683. 
1 July 2024 in report LV-005974. 
8 July 2024 in report LV-006003. 

†† Gravimetric analysis conducted at the Ektimo NSW laboratory.   

‡ Analysis performed by Envirolab, NATA accreditation number 2901. Results were reported to Ektimo on: 
17 May 2024 in report 350910. 
1 July 2024 in report 354684.  
d Excludes recovery study as specified in section 8.4.3 of USEPA Test Method 18. 
m Includes analysis of SO3/H2SO4 by Ektimo 235 which uses the same principle as USEPA SW-846 Method 9056A which is an approved  
alternative to the analytical procedure of USEPA Method 8. 

 

 

 

 

 

Parameter Sampling method Analysis method Uncertainty* Sampling Analysis

Sampling points - Selection
NSW EPA TM-1

(AS 4323.1)
NA NA  NA

Flow rate, temperature & velocity
NSW EPA TM-2

(USEPA Method 2)
NSW EPA TM-2

(USEPA Method 2)
 8%, 2%, 7% NA 

Moisture content
NSW EPA TM-22

(USEPA Alt-Method 008)
NSW EPA TM-22

(USEPA Alt-Method 008)
19%  

Moisture content
NSW EPA TM-22

(USEPA Method 4)
NSW EPA TM-22

(USEPA Method 4)
8%  

Molecular weight NA
NSW EPA TM-23

(USEPA Method 3)
not specified NA 

Dry gas density NA
NSW EPA TM-23

(USEPA Method 3)
not specified NA 

Carbon dioxide 
NSW EPA TM-24

(USEPA Method 3A)
NSW EPA TM-24

(USEPA Method 3A)
13%  

Nitrogen oxides 
NSW EPA TM-11

(USEPA Method 7E)
NSW EPA TM-11

(USEPA Method 7E)
12%  

Oxygen
NSW EPA TM-25

(USEPA Method 3A)
NSW EPA TM-25

(USEPA Method 3A)
13%  

Speciated volatile organic compounds 
(VOCs)

NSW EPA TM-34d

(USEPA Method 18)

Ektimo 344 19%  †

Solid particles (total)
NSW EPA TM-15 

(AS 4323.2)
NSW EPA TM-15 

(AS 4323.2)
3%  ††

Type 1 substances (As, Cd, Hg, Pb, Sb) NSW EPA TM-12 
(USEPA Method 29)

Envirolab in-house 
methods Metals-

15%  ‡

Type 2 substances (Be, Cr, Co, Mn, Ni, Se, Sn, 
V)

NSW EPA TM-13 
(USEPA Method 29)

Envirolab in-house 
methods Metals-

15%  ‡

Sulfuric acid mist and/or sulfur trioxide
NSW EPA TM-3 

(USEPA Method 8)
Ektimo 235 16%  †m

160724

NATA accredited
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6 Deviations to Test Methods 

NSW EPA TM-34 VOLATILE ORGANIC COMPOUNDS (USEPA 18)  

Ektimo notes that the sampling and analysis of Volatile Organic Compounds (VOCs), per USEPA Method 18 has 
excluded the recovery study as specified in Section 8.4.3. Performing the recovery study described in Section 
8.4.3 of USEPA Method 18 for analytes present at low levels is problematic. Given this, Ektimo applies a threshold 
of 50µg as a lower-bound mass, below which the ‘spiking’ of specific volatile organic compounds is not 
performed. For the purposes of this round of monitoring, the following compounds were present above the 
detection limit (0.1 µg) but were below 50µg (unless bolded). Therefore, recovery studies for the following 
analytes were not performed: 

• Toluene (1.8 µg) – Thermal Oxidiser 2 (Round 3) 
• Acetone (2.8 µg) – Thermal Oxidiser 2 (Round 4) 

 

 

7 Quality Assurance/Quality Control Information 

Ektimo is accredited by the National Association of Testing Authorities (NATA) for the sampling and analysis of 
air pollutants from industrial sources. Unless otherwise stated test methods used are accredited with the 
National Association of Testing Authorities. For full details, search for Ektimo at NATA’s website 
www.nata.com.au.  

Ektimo is accredited by NATA to ISO/IEC 17025 - Testing. ISO/IEC 17025 - Testing requires that a laboratory have 
adequate equipment to perform the testing, as well as laboratory personnel with the competence to perform 
the testing. This quality assurance system is administered and maintained by the Quality Director. 

NATA is a member of APAC (Asia Pacific Accreditation Co-operation) and of ILAC (International Laboratory 
Accreditation Co-operation). Through mutual recognition arrangements with these organisations, NATA 
accreditation is recognised worldwide. 

Unless specifically noted, all samples were collected and handled in accordance with Ektimo’s QA/QC standards. 

http://www.nata.com.au/
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8 Definitions 

The following symbols and abbreviations may be used in this test report: 

% v/v  Volume to volume ratio 
~ Approximately 
< Less than 
> Greater than 
≥ Greater than or equal to 
APHA American Public Health Association, Standard Methods for the Examination of Water and Waste Water 
AS Australian Standard 
BaP-TEQ Benzo(a)pyrene toxic equivalents 
BSP British standard pipe 
CEM/CEMS Continuous emission monitoring/Continuous emission monitoring system 
CTM Conditional test method 
D Duct diameter or equivalent duct diameter for rectangular ducts 
D50 ‘Cut size’ of a cyclone is defined as the particle diameter at which the cyclone achieves a 50% collection efficiency i.e. half 

of the particles are retained by the cyclone and half pass through it. The D50 method simplifies the capture efficiency 
distribution by assuming that a given cyclone stage captures all of the particles with a diameter equal to or greater than 
the D50 of that cyclone and less than the D50 of the preceding cyclone.  

DECC Department of Environment & Climate Change (NSW) 
Disturbance A flow obstruction or instability in the direction of the flow which may impede accurate flow determination. This includes 

centrifugal fans, axial fans, partially closed or closed dampers, louvres, bends, connections, junctions, direction changes 
or changes in pipe diameter. 

DWER  Department of Water and Environmental Regulation (WA) 
DEHP Department of Environment and Heritage Protection (QLD) 
EPA  Environment Protection Authority 
FTIR  Fourier transform infra-red 
ISC Intersociety Committee, Methods of Air Sampling and Analysis 
ISO International Organisation for Standardisation  
ITE Individual threshold estimate 
I-TEQ International toxic equivalents 
Lower bound When an analyte is not present above the detection limit, the result is assumed to be equal to zero.  
Medium bound When an analyte is not present above the detection limit, the result is assumed to be equal to half of the detection limit. 
NA Not applicable 
NATA  National Association of Testing Authorities 
NIOSH National Institute of Occupational Safety and Health 
NT Not tested or results not required 
OM Other approved method 
OU Odour unit. One OU is that concentration of odorant(s) at standard conditions that elicits a physiological response from a 

panel equivalent to that elicited by one Reference Odour Mass (ROM), evaporated in one cubic metre of neutral gas at 
standard conditions. 

PM10 
Particulate matter having an equivalent aerodynamic diameter less than or equal to 10 microns (µm). 

PM2.5 Particulate matter having an equivalent aerodynamic diameter less than or equal to 2.5 microns (µm). 
PSA  Particle size analysis. PSA provides a distribution of geometric diameters, for a given sample, determined using laser 

diffraction. 
RATA  Relative accuracy test audit 
Semi-quantified VOCs Unknown VOCs (those for which an analytical standard is not available), are identified by matching the mass spectrum of 

the chromatographic peak to the NIST Standard Reference Database (version 14.0), with a match quality exceeding 70%. 
An estimated concentration is determined by matching the area of the peak with the nearest suitable compound in the 
analytical calibration standard mixture. 

STP Standard temperature and pressure. Gas volumes and concentrations are expressed on a dry basis at 0 °C, at discharge 
oxygen concentration and an absolute pressure of 101.325 kPa. 

TM  Test method 
TOC Total organic carbon. This is the sum of all compounds of carbon which contain at least one carbon-to-carbon bond, plus 

methane and its derivatives. 
USEPA United States Environmental Protection Agency 
VDI Verein Deutscher Ingenieure (Association of German Engineers) 
Velocity difference The percentage difference between the average of initial flows and after flows. 
Vic EPA Victorian Environment Protection Authority 
VOC Volatile organic compound. A carbon-based chemical compound with a vapour pressure of at least 0.010 kPa at 25°C or 

having a corresponding volatility under the given conditions of use. VOCs may contain oxygen, nitrogen and other 
elements. VOCs do not include carbon monoxide, carbon dioxide, carbonic acid, metallic carbides and carbonate salts. 

WHO05-TEQ World Health Organisation toxic equivalents 
XRD X-ray diffractometry 
Upper bound When an analyte is not present above the detection limit, the result is assumed to be equal to the detection limit. 
95% confidence interval  Range of values that contains the true result with 95% certainty. This means there is a 5% risk that the true result is outside 

this range. 
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9 Appendices 
 

Appendix A: Site Image 

 

EPA 13 – Thermal Oxidiser 2 
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Appendix B: Chains of Custody 
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Appendix C: Laboratory Results  

 



Testing Laboratory: Ektimo
26 Redland Drive
Mitcham, VIC 3132

Report Number: LV-005612
Job Number: R016749
Date of Issue: 28/03/2024

Attention: Quantem
Address: Gate 38B, 45 Friendship Rd

Port Botany NSW 2036 

Date samples received: 21/03/2024
Number of samples received: 2
Date samples analysed: 28/03/2024
No of samples analysed: 2

Test method(s) used: Ektimo 344

Comments 

QC Acceptance Criteria: Parameter Criteria Pass/Fail
Standard Curve R² > 0.99 Pass
Range All samples <110% of highest standard Pass
Repeat samples Between 80% - 120% Pass
Method Blanks All method blanks < PQL Pass
QC sample 2 standard deviations of theoretical Pass
Chemical Expiry All chemicals within expiry date Pass

Version 231130

Matthew Cook Daniel Balaam

CERTIFICATE OF ANALYSIS

REPORT AUTHORISATION

Accredited for compliance with ISO/IEC 17025.  NATA is a signatory to the ILAC mutual recognition arrangement for the mutual recognition of the equivalence of testing, 
calibration and inspection reports

This report supersedes any previous report(s) with this reference.  Sample(s) have been analysed as received.

NATA Accredited Laboratory 14601Senior Laboratory Chemist

Quality Control / Quality Assurance Information

Ektimo is accredited by the National Association of Testing Authorities (NATA) for the sampling and analysis of air pollutants from industrial sources. Unless otherwise stated test methods used are
accredited with the National Association of Testing Authorities.  For full details, search for Ektimo at NATA’s website www.nata.com.au. 
Ektimo is accredited by NATA (National Association of Testing Authorities) to ISO/IEC 17025 - Testing. ISO/IEC 17025 - Testing requires that a laboratory have adequate equipment to perform the
testing, as well as laboratory personnel with the competence to perform the testing.  This quality assurance system is administered and maintained by the Quality Director.

NATA is a member of APAC (Asia Pacific Laboratory Accreditation Co-operation) and of ILAC (International Laboratory Accreditation Co-operation). Through the mutual recognition arrangements
with both of these organisations, NATA accreditation is recognised world –wide.
A formal Quality Control program is in place at Ektimo to monitor analyses performed in the laboratory and sampling conducted in the field. The program is designed to check where appropriate;
the sampling reproducibility, analytical method, accuracy, precision and the performance of the analyst. The Laboratory Manager is responsible for the administration and maintenance of this
program. 

Laboratory Manager



 

Analytical Results
Report No. LV-005612
Job No. R016749
Client Name: Quantem

N21574  
R016749

N21575  
R016749

EKTIMO PQL 1.0 1.0
Ethanol µg <1 <1
Acetone µg <1 <1
Isopropanol µg <1 <1
Pentane µg <1 <1
1,1-Dichloroethene µg <1 <1
Acrylonitrile µg <1 <1
Dichloromethane µg <1 <1
trans-1,2-Dichloroethene µg <1 <1
Methyl ethyl ketone µg <1 <1
n-Hexane µg <1 <1
cis-1,2-Dichloroethene µg <1 <1
Ethyl acetate µg <1 <1
Chloroform µg <1 <1
1,1,1-Trichloroethane µg <1 <1
1,2-Dichloroethane µg <1 <1
Cyclohexane µg <1 <1
Benzene µg <1 <1
Carbon tetrachloride µg <1 <1
Butanol µg <1 <1
Isopropyl acetate µg <1 <1
2-Methylhexane µg <1 <1
2,3-Dimethylpentane µg <1 <1
1-Methoxy-2-propanol µg <1 <1
3-Methylhexane µg <1 <1
Heptane µg <1 <1
Trichloroethylene µg <1 <1
Ethyl acrylate µg <1 <1
Methyl methacrylate µg <1 <1
Propyl acetate µg <1 <1
Methylcyclohexane µg <1 <1
Methyl Isobutyl Ketone µg <1 <1
Toluene µg <1 <1
1,1,2-Trichloroethane µg <1 <1
2-Hexanone µg <1 <1
Octane µg <1 <1
Tetrachloroethene µg <1 <1
Butyl acetate µg <1 <1
Chlorobenzene µg <1 <1
Ethylbenzene µg <1 <1
m + p-Xylene µg <1 <1
1-Methoxy-2-propyl acetate µg <1 <1
Styrene µg <1 <1
o-Xylene µg <1 <1
Butyl acrylate µg <1 <1
Nonane µg <1 <1

Parameter Units

* Results marked with an asterisk are
 outside the acceptable calibration range
 of the instrument. NATA Accredited Laboratory 14601 Results page 2 of 3



 

Analytical Results
Space

Report No. LV-005612
Job No. R016749
Client Name: Quantem

Parameter Units N21574  
R016749

N21575  
R016749

Ektimo PQL 1.0 1.0
2-Butoxyethanol µg <1 <1
Cellosolve acetate µg <1 <1
1,1,2,2-Tetrachloroethane µg <1 <1
Isopropylbenzene µg <1 <1
alpha-Pinene µg <1 <1
Propylbenzene µg <1 <1
1,3,5-Trimethylbenzene µg <1 <1
beta-Pinene µg <1 <1
tert-Butylbenzene µg <1 <1
1,2,4-Trimethylbenzene µg <1 <1
Decane µg <1 <1
3-Carene µg <1 <1
1,2,3-Trimethylbenzene µg <1 <1
D-Limonene µg <1 <1
Undecane µg <1 <1
Dodecane µg <1 <1
Tridecane µg <1 <1
Tetradecane µg <1 <1
Residuals as Toluene µg <1 <1

* Results marked with an asterisk are
 outside the acceptable calibration range
 of the instrument. NATA Accredited Laboratory 14601 Results page 3 of 3



Testing Laboratory: Ektimo
26 Redland Drive
Mitcham, VIC 3132

Report Number: LV-005683
Job Number: R016749
Date of Issue: 24/04/2024

Attention: Quantem
Address: Gate 38B, 45 Friendship Rd

Port Botany NSW 2036 

Date samples received: 9/04/2024
Number of samples received: 2
Date samples analysed: 24/04/2024
No of samples analysed: 2

Test method(s) used: Ektimo 344

Comments 

QC Acceptance Criteria: Parameter Criteria Pass/Fail
Standard Curve R² > 0.99 Pass
Range All samples <110% of highest standard Pass
Repeat samples Between 80% - 120% Pass
Method Blanks All method blanks < PQL Pass
QC sample 2 standard deviations of theoretical Pass
Chemical Expiry All chemicals within expiry date Pass

Version 231130

Matthew Cook Daniel Balaam

CERTIFICATE OF ANALYSIS

REPORT AUTHORISATION

Accredited for compliance with ISO/IEC 17025.  NATA is a signatory to the ILAC mutual recognition arrangement for the mutual recognition of the equivalence of testing, 
calibration and inspection reports

This report supersedes any previous report(s) with this reference.  Sample(s) have been analysed as received.

NATA Accredited Laboratory 14601Senior Laboratory Chemist

Quality Control / Quality Assurance Information

Ektimo is accredited by the National Association of Testing Authorities (NATA) for the sampling and analysis of air pollutants from industrial sources. Unless otherwise stated test methods used are
accredited with the National Association of Testing Authorities.  For full details, search for Ektimo at NATA’s website www.nata.com.au. 
Ektimo is accredited by NATA (National Association of Testing Authorities) to ISO/IEC 17025 - Testing. ISO/IEC 17025 - Testing requires that a laboratory have adequate equipment to perform the
testing, as well as laboratory personnel with the competence to perform the testing.  This quality assurance system is administered and maintained by the Quality Director.

NATA is a member of APAC (Asia Pacific Laboratory Accreditation Co-operation) and of ILAC (International Laboratory Accreditation Co-operation). Through the mutual recognition arrangements
with both of these organisations, NATA accreditation is recognised world –wide.
A formal Quality Control program is in place at Ektimo to monitor analyses performed in the laboratory and sampling conducted in the field. The program is designed to check where appropriate;
the sampling reproducibility, analytical method, accuracy, precision and the performance of the analyst. The Laboratory Manager is responsible for the administration and maintenance of this
program. 

Laboratory Manager



 

Analytical Results
Report No. LV-005683
Job No. R016749
Client Name: Quantem

N18710  
R016749

N18711  
R016749

EKTIMO PQL 1.0 1.0
Ethanol µg <1 <1
Acetone µg <1 <1
Isopropanol µg <1 <1
Pentane µg <1 <1
1,1-Dichloroethene µg <1 <1
Acrylonitrile µg <1 <1
Dichloromethane µg <1 <1
trans-1,2-Dichloroethene µg <1 <1
Methyl ethyl ketone µg <1 <1
n-Hexane µg <1 <1
cis-1,2-Dichloroethene µg <1 <1
Ethyl acetate µg <1 <1
Chloroform µg <1 <1
1,1,1-Trichloroethane µg <1 <1
1,2-Dichloroethane µg <1 <1
Cyclohexane µg <1 <1
Benzene µg <1 <1
Carbon tetrachloride µg <1 <1
Butanol µg <1 <1
Isopropyl acetate µg <1 <1
2-Methylhexane µg <1 <1
2,3-Dimethylpentane µg <1 <1
1-Methoxy-2-propanol µg <1 <1
3-Methylhexane µg <1 <1
Heptane µg <1 <1
Trichloroethylene µg <1 <1
Ethyl acrylate µg <1 <1
Methyl methacrylate µg <1 <1
Propyl acetate µg <1 <1
Methylcyclohexane µg <1 <1
Methyl Isobutyl Ketone µg <1 <1
Toluene µg <1 <1
1,1,2-Trichloroethane µg <1 <1
2-Hexanone µg <1 <1
Octane µg <1 <1
Tetrachloroethene µg <1 <1
Butyl acetate µg <1 <1
Chlorobenzene µg <1 <1
Ethylbenzene µg <1 <1
m + p-Xylene µg <1 <1
1-Methoxy-2-propyl acetate µg <1 <1
Styrene µg <1 <1
o-Xylene µg <1 <1
Butyl acrylate µg <1 <1
Nonane µg <1 <1
Space

Report No. LV-005683

Parameter Units

* Results marked with an asterisk are
 outside the acceptable calibration range
 of the instrument. NATA Accredited Laboratory 14601 Results page 2 of 3



 

Analytical Results
Job No. R016749
Client Name: Quantem

Parameter Units N18710  
R016749

N18711  
R016749

Ektimo PQL 1.0 1.0
2-Butoxyethanol µg <1 <1
Cellosolve acetate µg <1 <1
1,1,2,2-Tetrachloroethane µg <1 <1
Isopropylbenzene µg <1 <1
alpha-Pinene µg <1 <1
Propylbenzene µg <1 <1
1,3,5-Trimethylbenzene µg <1 <1
beta-Pinene µg <1 <1
tert-Butylbenzene µg <1 <1
1,2,4-Trimethylbenzene µg <1 <1
Decane µg <1 <1
3-Carene µg <1 <1
1,2,3-Trimethylbenzene µg <1 <1
D-Limonene µg <1 <1
Undecane µg <1 <1
Dodecane µg <1 <1
Tridecane µg <1 <1
Tetradecane µg <1 <1
Residuals as Toluene µg <1 <1

* Results marked with an asterisk are
 outside the acceptable calibration range
 of the instrument. NATA Accredited Laboratory 14601 Results page 3 of 3



Testing Laboratory: Ektimo
26 Redland Drive
Mitcham, VIC 3132

Report Number: LV-005741
Job Number: R016749
Date of Issue: 10/05/2024

Attention: Quantem
Address: Gate 38B, 45 Friendship Rd

Port Botany NSW 2036 

Date samples received: 7/05/2024
Number of samples received: 2
Date samples analysed: 10/05/2024
No of samples analysed: 2

Test method(s) used: Ektimo 344

Comments 

QC Acceptance Criteria: Parameter Criteria Pass/Fail
Standard Curve R² > 0.99 Pass
Range All samples <110% of highest standard Pass
Repeat samples Between 80% - 120% Pass
Method Blanks All method blanks < PQL Pass
QC sample 2 standard deviations of theoretical Pass
Chemical Expiry All chemicals within expiry date Pass

Version 231130

Matthew Cook Cappi Tuffery

CERTIFICATE OF ANALYSIS

REPORT AUTHORISATION

Accredited for compliance with ISO/IEC 17025.  NATA is a signatory to the ILAC mutual recognition arrangement for the mutual recognition of the equivalence of testing, 
calibration and inspection reports

This report supersedes any previous report(s) with this reference.  Sample(s) have been analysed as received.

NATA Accredited Laboratory 14601Laboratory Chemist

Quality Control / Quality Assurance Information

Ektimo is accredited by the National Association of Testing Authorities (NATA) for the sampling and analysis of air pollutants from industrial sources. Unless otherwise stated test methods used are
accredited with the National Association of Testing Authorities.  For full details, search for Ektimo at NATA’s website www.nata.com.au. 
Ektimo is accredited by NATA (National Association of Testing Authorities) to ISO/IEC 17025 - Testing. ISO/IEC 17025 - Testing requires that a laboratory have adequate equipment to perform the
testing, as well as laboratory personnel with the competence to perform the testing.  This quality assurance system is administered and maintained by the Quality Director.

NATA is a member of APAC (Asia Pacific Laboratory Accreditation Co-operation) and of ILAC (International Laboratory Accreditation Co-operation). Through the mutual recognition arrangements
with both of these organisations, NATA accreditation is recognised world –wide.
A formal Quality Control program is in place at Ektimo to monitor analyses performed in the laboratory and sampling conducted in the field. The program is designed to check where appropriate;
the sampling reproducibility, analytical method, accuracy, precision and the performance of the analyst. The Laboratory Manager is responsible for the administration and maintenance of this
program. 

Laboratory Manager



 

Analytical Results
Report No. LV-005741
Job No. R016749
Client Name: Quantem

N21750  
R016749

N21751  
R016749

EKTIMO PQL 1.0 1.0
Ethanol µg <1 <1
Acetone µg <1 <1
Isopropanol µg <1 <1
Pentane µg <1 <1
1,1-Dichloroethene µg <1 <1
Acrylonitrile µg <1 <1
Dichloromethane µg <1 <1
trans-1,2-Dichloroethene µg <1 <1
Methyl ethyl ketone µg <1 <1
n-Hexane µg <1 <1
cis-1,2-Dichloroethene µg <1 <1
Ethyl acetate µg <1 <1
Chloroform µg <1 <1
1,1,1-Trichloroethane µg <1 <1
1,2-Dichloroethane µg <1 <1
Cyclohexane µg <1 <1
Benzene µg <1 <1
Carbon tetrachloride µg <1 <1
Butanol µg <1 <1
Isopropyl acetate µg <1 <1
2-Methylhexane µg <1 <1
2,3-Dimethylpentane µg <1 <1
1-Methoxy-2-propanol µg <1 <1
3-Methylhexane µg <1 <1
Heptane µg <1 <1
Trichloroethylene µg <1 <1
Ethyl acrylate µg <1 <1
Methyl methacrylate µg <1 <1
Propyl acetate µg <1 <1
Methylcyclohexane µg <1 <1
Methyl Isobutyl Ketone µg <1 <1
Toluene µg <1 1.8
1,1,2-Trichloroethane µg <1 <1
2-Hexanone µg <1 <1
Octane µg <1 <1
Tetrachloroethene µg <1 <1
Butyl acetate µg <1 <1
Chlorobenzene µg <1 <1
Ethylbenzene µg <1 <1
m + p-Xylene µg <1 <1
1-Methoxy-2-propyl acetate µg <1 <1
Styrene µg <1 <1
o-Xylene µg <1 <1
Butyl acrylate µg <1 <1
Nonane µg <1 <1
Space

Report No. LV-005741

Parameter Units

* Results marked with an asterisk are
 outside the acceptable calibration range
 of the instrument. NATA Accredited Laboratory 14601 Results page 2 of 3



 

Analytical Results
Job No. R016749
Client Name: Quantem

Parameter Units N21750  
R016749

N21751  
R016749

Ektimo PQL 1.0 1.0
2-Butoxyethanol µg <1 <1
Cellosolve acetate µg <1 <1
1,1,2,2-Tetrachloroethane µg <1 <1
Isopropylbenzene µg <1 <1
alpha-Pinene µg <1 <1
Propylbenzene µg <1 <1
1,3,5-Trimethylbenzene µg <1 <1
beta-Pinene µg <1 <1
tert-Butylbenzene µg <1 <1
1,2,4-Trimethylbenzene µg <1 <1
Decane µg <1 <1
3-Carene µg <1 <1
1,2,3-Trimethylbenzene µg <1 <1
D-Limonene µg <1 <1
Undecane µg <1 <1
Dodecane µg <1 <1
Tridecane µg <1 <1
Tetradecane µg <1 <1
Residuals as Toluene µg <1 1.3

* Results marked with an asterisk are
 outside the acceptable calibration range
 of the instrument. NATA Accredited Laboratory 14601 Results page 3 of 3



Testing Laboratory: Ektimo
26 Redland Drive
Mitcham, VIC 3132

Report Number: LV-005754
Job Number: R016749
Date of Issue: 14/05/2024

Attention: Quantem
Address: Gate 38B, 45 Friendship Rd

Port Botany NSW 2036 

Date samples received: 9/05/2024
Number of samples received: 2
Date samples analysed: 10/05/2024
No of samples analysed: 2

Test method(s) used: Ektimo 235

Comments 

QC Acceptance Criteria: Parameter Criteria Pass/Fail
Standard Curve R² > 0.99 Pass
Range All samples <110% of highest standard Pass
Repeat samples Between 80% - 120% Pass
Method Blanks All method blanks < PQL Pass
QC sample 2 standard deviations of theoretical Pass
Chemical Expiry All chemicals within expiry date Pass

Version 231130

Cappi Tuffery Matthew Cook

CERTIFICATE OF ANALYSIS

REPORT AUTHORISATION

Accredited for compliance with ISO/IEC 17025.  NATA is a signatory to the ILAC mutual recognition arrangement for the mutual recognition of the equivalence of testing, 
calibration and inspection reports

This report supersedes any previous report(s) with this reference.  Sample(s) have been analysed as received.

NATA Accredited Laboratory 14601Laboratory Manager

Quality Control / Quality Assurance Information

Ektimo is accredited by the National Association of Testing Authorities (NATA) for the sampling and analysis of air pollutants from industrial sources. Unless otherwise stated test methods used are
accredited with the National Association of Testing Authorities.  For full details, search for Ektimo at NATA’s website www.nata.com.au. 
Ektimo is accredited by NATA (National Association of Testing Authorities) to ISO/IEC 17025 - Testing. ISO/IEC 17025 - Testing requires that a laboratory have adequate equipment to perform the
testing, as well as laboratory personnel with the competence to perform the testing.  This quality assurance system is administered and maintained by the Quality Director.

NATA is a member of APAC (Asia Pacific Laboratory Accreditation Co-operation) and of ILAC (International Laboratory Accreditation Co-operation). Through the mutual recognition arrangements
with both of these organisations, NATA accreditation is recognised world –wide.
A formal Quality Control program is in place at Ektimo to monitor analyses performed in the laboratory and sampling conducted in the field. The program is designed to check where appropriate;
the sampling reproducibility, analytical method, accuracy, precision and the performance of the analyst. The Laboratory Manager is responsible for the administration and maintenance of this
program. 

Laboratory Chemist



  

Analytical Results

Parameter Analyte Units

N 21752 
Quantem EPA 
13 - TO2 Blank 
Solution  (SO3)

N 21753 
Quantem EPA 
13 - TO2 Imp 

A+B

(SO3) (SO3)
Sample Volume mL 178 230
Sulfur trioxide (SO3) SO4

2- mg/L <0.2 9.07

PQL < mg/L 0.2 0.2

Report No. LV-005754
Job No. R016749
Client Name: Quantem

Results page 2 of 2



Envirolab Services Pty Ltd

ABN 37 112 535 645

12 Ashley St Chatswood NSW 2067

ph 02 9910 6200   fax 02 9910 6201

customerservice@envirolab.com.au

www.envirolab.com.au

CERTIFICATE OF ANALYSIS 350910

1/251 Princes Hwy, Unanderra, NSW, 2526Address

Steven CooperAttention

Ektimo (Unanderra)Client

Client Details

10/05/2024Date completed instructions received

10/05/2024Date samples received

2 Filter, 4 LiquidNumber of Samples

R016749Your Reference

Sample Details

Please refer to the last page of this report for any comments relating to the results.

Results are reported on a dry weight basis for solids and on an as received basis for other matrices.

Samples were analysed as received from the client. Results relate specifically to the samples as received.

Please refer to the following pages for results, methodology summary and quality control data.

Analysis Details

Tests not covered by NATA are denoted with *Accredited for compliance with ISO/IEC 17025 - Testing.

NATA Accreditation Number 2901. This document shall not be reproduced except in full.

17/05/2024Date of Issue

17/05/2024Date results requested by

Report Details

Nancy Zhang, Laboratory Manager

Authorised By

Loren Bardwell, Development Chemist

Results Approved By

Revision No: R00

350910Envirolab Reference: Page | 1 of 9



Client Reference: R016749

<2<2µg/filterTin

<1<1µg/filterVanadium

<5<5µg/filterSelenium

41<1µg/filterNickel

5.6<0.5µg/filterManganese

<0.5<0.5µg/filterCobalt

1300.8µg/filterChromium

<0.5<0.5µg/filterBeryllium

<0.2<0.2µg/filterMercury

<1<1µg/filterLead

<0.5<0.5µg/filterCadmium

<2<2µg/filterArsenic

<5<5µg/filterAntimony

17/05/202417/05/2024-Date analysed

17/05/202417/05/2024-Date prepared

FilterFilterType of sample

N21755N21754UNITSYour Reference

350910-2350910-1Our Reference

Metals on filters

Envirolab Reference: 350910

R00Revision No:

Page | 2 of 9



Client Reference: R016749

[NA][NA]1302µg/LZinc-Dissolved

[NA][NA]110<1µg/LCopper-Dissolved

[NA][NA]<1<1µg/LTin-Dissolved

[NA][NA]<1<1µg/LVanadium-Dissolved

[NA][NA]<1<1µg/LSelenium-Dissolved

[NA][NA]1701µg/LNickel-Dissolved

[NA][NA]8<5µg/LManganese-Dissolved

[NA][NA]<1<1µg/LCobalt-Dissolved

[NA][NA]503µg/LChromium-Dissolved

[NA][NA]<0.5<0.5µg/LBeryllium-Dissolved

<0.1<0.1<1<1µg/LMercury-Dissolved

[NA][NA]17<1µg/LLead-Dissolved

[NA][NA]0.3<0.1µg/LCadmium-Dissolved

[NA][NA]<1<1µg/LArsenic-Dissolved

[NA][NA]<1<1µg/LAntimony-Dissolved

16/05/202416/05/202416/05/202416/05/2024-Date analysed

16/05/202416/05/202416/05/202416/05/2024-Date prepared

[NA][NA]<0.5<0.5µgTin

[NA][NA]<0.5<0.5µgVanadium

[NA][NA]<0.5<0.5µgSelenium

[NA][NA]56<0.5µgNickel

[NA][NA]<3<3µgManganese

[NA][NA]<0.5<0.5µgCobalt

[NA][NA]17<0.5µgChromium

[NA][NA]<0.5<0.5µgBeryllium

<1<1<10<10µgMercury

[NA][NA]5.8<0.5µgLead

[NA][NA]0.1<0.05µgCadmium

[NA][NA]<0.5<0.5µgArsenic

[NA][NA]<0.5<0.5µgAntimony

22215733689mLVolume

LiquidLiquidLiquidLiquidType of sample

N21759N21758N21757N21756UNITSYour Reference

350910-6350910-5350910-4350910-3Our Reference

Metals in water - mass units

Envirolab Reference: 350910

R00Revision No:

Page | 3 of 9



Client Reference: R016749

Determination of various metals by ICP-MS. 
 
 Please note for Bromine and Iodine, any forms of these elements that are present are included together in the one result 
reported for each of these two elements.
 
 Salt forms (e.g. FeO, PbO, ZnO) are determined stoichiometrically from the base metal concentration.

Metals-022

Determination of Mercury by Cold Vapour AAS. Metals-021

Determination of various metals on filters by ICP-AES/MS and or CV/AAS. Note - air volume measurements are not covered by 
Envirolab's NATA accreditation.
 

Metals-020/021/022

Methodology SummaryMethod ID

Envirolab Reference: 350910

R00Revision No:

Page | 4 of 9



Client Reference: R016749

[NT]113[NT][NT][NT][NT]<2Metals-020/021/0222µg/filterTin

[NT]117[NT][NT][NT][NT]<1Metals-020/021/0221µg/filterVanadium

[NT]111[NT][NT][NT][NT]<5Metals-020/021/0225µg/filterSelenium

[NT]113[NT][NT][NT][NT]<1Metals-020/021/0221µg/filterNickel

[NT]116[NT][NT][NT][NT]<0.5Metals-020/021/0220.5µg/filterManganese

[NT]115[NT][NT][NT][NT]<0.5Metals-020/021/0220.5µg/filterCobalt

[NT]114[NT][NT][NT][NT]<0.5Metals-020/021/0220.5µg/filterChromium

[NT]118[NT][NT][NT][NT]<0.5Metals-020/021/0220.5µg/filterBeryllium

[NT]88[NT][NT][NT][NT]<0.2Metals-020/021/0220.2µg/filterMercury

[NT]109[NT][NT][NT][NT]<1Metals-020/021/0221µg/filterLead

[NT]112[NT][NT][NT][NT]<0.5Metals-020/021/0220.5µg/filterCadmium

[NT]117[NT][NT][NT][NT]<2Metals-020/021/0222µg/filterArsenic

[NT]109[NT][NT][NT][NT]<5Metals-020/021/0225µg/filterAntimony

[NT]17/05/2024[NT][NT][NT][NT]17/05/2024-Date analysed

[NT]17/05/2024[NT][NT][NT][NT]17/05/2024-Date prepared

[NT]LCS-1RPDDup.Base#BlankMethodPQLUnitsTest Description

Spike Recovery %DuplicateQUALITY CONTROL: Metals on filters

Envirolab Reference: 350910

R00Revision No:

Page | 5 of 9



Client Reference: R016749

102103[NT]1304<1Metals-0221µg/LZinc-Dissolved

10098[NT]1104<1Metals-0221µg/LCopper-Dissolved

105102[NT]<14<1Metals-0221µg/LTin-Dissolved

105102[NT]<14<1Metals-0221µg/LVanadium-Dissolved

105104[NT]<14<1Metals-0221µg/LSelenium-Dissolved

#101[NT]1704<1Metals-0221µg/LNickel-Dissolved

9996[NT]84<5Metals-0225µg/LManganese-Dissolved

101100[NT]<14<1Metals-0221µg/LCobalt-Dissolved

102101[NT]504<1Metals-0221µg/LChromium-Dissolved

8184[NT]<0.54<0.5Metals-0220.5µg/LBeryllium-Dissolved

[NT]1070<1<14<0.05Metals-0210.05µg/LMercury-Dissolved

102106[NT]174<1Metals-0221µg/LLead-Dissolved

104102[NT]0.34<0.1Metals-0220.1µg/LCadmium-Dissolved

102102[NT]<14<1Metals-0221µg/LArsenic-Dissolved

106100[NT]<14<1Metals-0221µg/LAntimony-Dissolved

16/05/202416/05/202416/05/202416/05/2024416/05/2024-Date analysed

16/05/202416/05/202416/05/202416/05/2024416/05/2024-Date prepared

[NT][NT][NT]<0.54<0.5Metals-0220.5µgTin

[NT][NT][NT]<0.54<0.5Metals-0220.5µgVanadium

[NT][NT][NT]<0.54<0.5Metals-0220.5µgSelenium

[NT][NT][NT]564<0.5Metals-0220.5µgNickel

[NT][NT][NT]<34<3Metals-0223µgManganese

[NT][NT][NT]<0.54<0.5Metals-0220.5µgCobalt

[NT][NT][NT]174<0.5Metals-0220.5µgChromium

[NT][NT][NT]<0.54<0.5Metals-0220.5µgBeryllium

[NT][NT]0<10<104<0.5Metals-0210.5µgMercury

[NT][NT][NT]5.84<0.5Metals-0220.5µgLead

[NT][NT][NT]0.14<0.05Metals-0220.05µgCadmium

[NT][NT][NT]<0.54<0.5Metals-0220.5µgArsenic

[NT][NT][NT]<0.54<0.5Metals-0220.5µgAntimony

350910-4LCS-W1RPDDup.Base#BlankMethodPQLUnitsTest Description

Spike Recovery %DuplicateQUALITY CONTROL: Metals in water - mass units

Envirolab Reference: 350910

R00Revision No:

Page | 6 of 9



Client Reference: R016749

Not ReportedNR

National Environmental Protection MeasureNEPM

Not specifiedNS

Laboratory Control SampleLCS

Relative Percent DifferenceRPD

Greater than>

Less than<

Practical Quantitation LimitPQL

Insufficient sample for this testINS

Test not requiredNA

Not testedNT

Result Definitions

Envirolab Reference: 350910

R00Revision No:

Page | 7 of 9



Client Reference: R016749

Guideline limits for Rinse Water Quality reported as per analytical requirements and specifications of AS 4187, Amdt 2 2019, Table
7.2

The recommended maximums for analytes in urine are taken from “2018 TLVs and BEIs”, as published by ACGIH (where available).
Limit provided for Nickel is a precautionary guideline as per Position Paper prepared by AIOH Exposure Standards Committee,
2016.

Australian Drinking Water Guidelines recommend that Thermotolerant Coliform, Faecal Enterococci, & E.Coli levels are less than
1cfu/100mL. The recommended maximums are taken from "Australian Drinking Water Guidelines", published by NHMRC & ARMC
2011.

Surrogates are known additions to each sample, blank, matrix spike and LCS in a batch, of compounds which
are similar to the analyte of interest, however are not expected to be found in real samples.

Surrogate Spike

This comprises either a standard reference material or a control matrix (such as a blank sand or water) fortified
with analytes representative of the analyte class. It is simply a check sample.

LCS (Laboratory
Control Sample)

A portion of the sample is spiked with a known concentration of target analyte. The purpose of the matrix spike
is to monitor the performance of the analytical method used and to determine whether matrix interferences
exist.

Matrix Spike

This is the complete duplicate analysis of a sample from the process batch. If possible, the sample selected
should be one where the analyte concentration is easily measurable.

Duplicate

This is the component of the analytical signal which is not derived from the sample but from reagents,
glassware etc, can be determined by processing solvents and reagents in exactly the same manner as for
samples.

Blank

Quality Control Definitions

Samples for Microbiological analysis (not Amoeba forms) received outside of the 2-8°C temperature range do not meet the ideal
cooling conditions as stated in AS2031-2012.

Analysis of aqueous samples typically involves the extraction/digestion and/or analysis of the liquid phase only (i.e. NOT any settled
sediment phase but inclusive of suspended particles if present), unless stipulated on the Envirolab COC and/or by correspondence.
Notable exceptions include certain Physical Tests (pH/EC/BOD/COD/Apparent Colour etc.), Solids testing, total recoverable metals
and PFAS where solids are included by default.

Measurement Uncertainty estimates are available for most tests upon request.

Where matrix spike recoveries fall below the lower limit of the acceptance criteria (e.g. for non-labile or standard Organics <60%),
positive result(s) in the parent sample will subsequently have a higher than typical estimated uncertainty (MU estimates supplied on
request) and in these circumstances the sample result is likely biased significantly low.

Where sampling dates are not provided, Envirolab are not in a position to comment on the validity of the analysis where
recommended technical holding times may have been breached.

When samples are received where certain analytes are outside of recommended technical holding times (THTs), the analysis has
proceeded. Where analytes are on the verge of breaching THTs, every effort will be made to analyse within the THT or as soon as
practicable.

In circumstances where no duplicate and/or sample spike has been reported at 1 in 10 and/or 1 in 20 samples respectively, the
sample volume submitted was insufficient in order to satisfy laboratory QA/QC protocols.

Matrix Spikes, LCS and Surrogate recoveries: Generally 70-130% for inorganics/metals (not SPOCAS); 60-140% for
organics/SPOCAS (+/-50% surrogates) and 10-140% for labile SVOCs (including labile surrogates), ultra trace organics and
speciated phenols is acceptable.

Duplicates: >10xPQL - RPD acceptance criteria will vary depending on the analytes and the analytical techniques but is typically in
the range 20%-50% – see ELN-P05 QA/QC tables for details; <10xPQL - RPD are higher as the results approach PQL and the
estimated measurement uncertainty will statistically increase.

For VOCs in water samples, three vials are required for duplicate or spike analysis.

Spikes for Physical and Aggregate Tests are not applicable.

Filters, swabs, wipes, tubes and badges will not have duplicate data as the whole sample is generally extracted during sample
extraction.

Duplicate sample and matrix spike recoveries may not be reported on smaller jobs, however, were analysed at a frequency to meet
or exceed NEPM requirements. All samples are tested in batches of 20. The duplicate sample RPD and matrix spike recoveries for
the batch were within the laboratory acceptance criteria.

Laboratory Acceptance Criteria

Envirolab Reference: 350910

R00Revision No:

Page | 8 of 9



Client Reference: R016749

Metals in water - mass units:
  - The PQL has been raised due to the sample matrix requiring dilution.
  - # Percent recovery is not applicable due to the high concentration of the element/s in the sample/s.  However an acceptable 
recovery was obtained for the LCS.

Report Comments

Envirolab Reference: 350910

R00Revision No:

Page | 9 of 9



Testing Laboratory: Ektimo
26 Redland Drive
Mitcham, VIC 3132

Report Number: LV-006003
Job Number: R016749
Date of Issue: 8/07/2024

Attention: Quantem 
Address: Gate 38B, 45 Friendship Rd

Port Botany NSW 2036 

Date samples received: 25/06/2024
Number of samples received: 2
Date samples analysed: 8/07/2024
No of samples analysed: 2

Test method(s) used: Ektimo 344

Comments 

QC Acceptance Criteria: Parameter Criteria Pass/Fail
Standard Curve R² > 0.99 Pass
Range All samples <110% of highest standard Pass
Repeat samples Between 80% - 120% Pass
Method Blanks All method blanks < PQL Pass
QC sample 2 standard deviations of theoretical Pass
Chemical Expiry All chemicals within expiry date Pass

Version 240704

Matthew Cook Daniel Balaam

CERTIFICATE OF ANALYSIS

REPORT AUTHORISATION

Accredited for compliance with ISO/IEC 17025.  NATA is a signatory to the ILAC mutual recognition arrangement for the mutual recognition of the equivalence of testing, 
calibration and inspection reports

This report supersedes any previous report(s) with this reference.  Sample(s) have been analysed as received.

NATA Accredited Laboratory 14601Senior Laboratory Chemist

Quality Control / Quality Assurance Information

Ektimo is accredited by the National Association of Testing Authorities (NATA) for the sampling and analysis of air pollutants from industrial sources. Unless otherwise stated test methods used are
accredited with the National Association of Testing Authorities.  For full details, search for Ektimo at NATA’s website www.nata.com.au. 
Ektimo is accredited by NATA (National Association of Testing Authorities) to ISO/IEC 17025 - Testing. ISO/IEC 17025 - Testing requires that a laboratory have adequate equipment to perform the
testing, as well as laboratory personnel with the competence to perform the testing.  This quality assurance system is administered and maintained by the Quality Director.

NATA is a member of APAC (Asia Pacific Laboratory Accreditation Co-operation) and of ILAC (International Laboratory Accreditation Co-operation). Through the mutual recognition arrangements
with both of these organisations, NATA accreditation is recognised world –wide.
A formal Quality Control program is in place at Ektimo to monitor analyses performed in the laboratory and sampling conducted in the field. The program is designed to check where appropriate;
the sampling reproducibility, analytical method, accuracy, precision and the performance of the analyst. The Laboratory Manager is responsible for the administration and maintenance of this
program. 

Laboratory Manager



 

Analytical Results
Report No. LV-006003
Job No. R016749
Client Name: Quantem 

N21902  
R016749

N21903  
R016749

EKTIMO PQL 1.0 1.0
Ethanol µg <1 <1
Acetone µg <1 2.8
Isopropanol µg <1 <1
Pentane µg <1 <1
1,1-Dichloroethene µg <1 <1
Acrylonitrile µg <1 <1
Dichloromethane µg <1 <1
trans-1,2-Dichloroethene µg <1 <1
Methyl ethyl ketone µg <1 <1
n-Hexane µg <1 <1
cis-1,2-Dichloroethene µg <1 <1
Ethyl acetate µg <1 <1
Chloroform µg <1 <1
1,1,1-Trichloroethane µg <1 <1
1,2-Dichloroethane µg <1 <1
Cyclohexane µg <1 <1
Benzene µg <1 <1
Carbon tetrachloride µg <1 <1
Butanol µg <1 <1
Isopropyl acetate µg <1 <1
2-Methylhexane µg <1 <1
2,3-Dimethylpentane µg <1 <1
1-Methoxy-2-propanol µg <1 <1
3-Methylhexane µg <1 <1
Heptane µg <1 <1
Trichloroethylene µg <1 <1
Ethyl acrylate µg <1 <1
Methyl methacrylate µg <1 <1
Propyl acetate µg <1 <1
Methylcyclohexane µg <1 <1
Methyl Isobutyl Ketone µg <1 <1
Toluene µg <1 <1
1,1,2-Trichloroethane µg <1 <1
2-Hexanone µg <1 <1
Octane µg <1 <1
Tetrachloroethene µg <1 <1
Butyl acetate µg <1 <1
Chlorobenzene µg <1 <1
Ethylbenzene µg <1 <1
m + p-Xylene µg <1 <1
1-Methoxy-2-propyl acetate µg <1 <1
Styrene µg <1 <1
o-Xylene µg <1 <1
Butyl acrylate µg <1 <1
Nonane µg <1 <1
Space

Report No. LV-006003

Parameter Units

* Results marked with an asterisk are
 outside the acceptable calibration range
 of the instrument. NATA Accredited Laboratory 14601 Results page 2 of 3



 

Analytical Results
Job No. R016749
Client Name: Quantem 

Parameter Units N21902  
R016749

N21903  
R016749

Ektimo PQL 1.0 1.0
2-Butoxyethanol µg <1 <1
Cellosolve acetate µg <1 <1
1,1,2,2-Tetrachloroethane µg <1 <1
Isopropylbenzene µg <1 <1
alpha-Pinene µg <1 <1
Propylbenzene µg <1 <1
1,3,5-Trimethylbenzene µg <1 <1
beta-Pinene µg <1 <1
tert-Butylbenzene µg <1 <1
1,2,4-Trimethylbenzene µg <1 <1
Decane µg <1 <1
3-Carene µg <1 <1
1,2,3-Trimethylbenzene µg <1 <1
D-Limonene µg <1 <1
Undecane µg <1 <1
Dodecane µg <1 <1
Tridecane µg <1 <1
Tetradecane µg <1 <1
Residuals as Toluene µg <1 5.6

* Results marked with an asterisk are
 outside the acceptable calibration range
 of the instrument. NATA Accredited Laboratory 14601 Results page 3 of 3



Testing Laboratory: Ektimo
26 Redland Drive
Mitcham, VIC 3132

Report Number: LV-005974
Job Number: R016749
Date of Issue: 1/07/2024

Attention: Quantem
Address: Gate 38B, 45 Friendship Rd

Port Botany NSW 2036 

Date samples received: 25/06/2024
Number of samples received: 2
Date samples analysed: 27/06/2024
No of samples analysed: 2

Test method(s) used: Ektimo 235

Comments 

QC Acceptance Criteria: Parameter Criteria Pass/Fail
Standard Curve R² > 0.99 Pass
Range All samples <110% of highest standard Pass
Repeat samples Between 80% - 120% Pass
Method Blanks All method blanks < PQL Pass
QC sample 2 standard deviations of theoretical Pass
Chemical Expiry All chemicals within expiry date Pass

Version 231130

Cappi Tuffery Daniel Balaam

CERTIFICATE OF ANALYSIS

REPORT AUTHORISATION

Accredited for compliance with ISO/IEC 17025.  NATA is a signatory to the ILAC mutual recognition arrangement for the mutual recognition of the equivalence of testing, 
calibration and inspection reports

This report supersedes any previous report(s) with this reference.  Sample(s) have been analysed as received.

NATA Accredited Laboratory 14601Senior Laboratory Chemist

Quality Control / Quality Assurance Information

Ektimo is accredited by the National Association of Testing Authorities (NATA) for the sampling and analysis of air pollutants from industrial sources. Unless otherwise stated test methods used are
accredited with the National Association of Testing Authorities.  For full details, search for Ektimo at NATA’s website www.nata.com.au. 
Ektimo is accredited by NATA (National Association of Testing Authorities) to ISO/IEC 17025 - Testing. ISO/IEC 17025 - Testing requires that a laboratory have adequate equipment to perform the
testing, as well as laboratory personnel with the competence to perform the testing.  This quality assurance system is administered and maintained by the Quality Director.

NATA is a member of APAC (Asia Pacific Laboratory Accreditation Co-operation) and of ILAC (International Laboratory Accreditation Co-operation). Through the mutual recognition arrangements
with both of these organisations, NATA accreditation is recognised world –wide.
A formal Quality Control program is in place at Ektimo to monitor analyses performed in the laboratory and sampling conducted in the field. The program is designed to check where appropriate;
the sampling reproducibility, analytical method, accuracy, precision and the performance of the analyst. The Laboratory Manager is responsible for the administration and maintenance of this
program. 

Laboratory Chemist



  

Analytical Results

Parameter Analyte Units

N 21910 
Quantem Blank 

Impinger A  
(SO3)

N 21911 
Quantem EPA 
13 Impinger A

(SO3) (SO3)
Sample Volume mL 150 188
Sulfur trioxide (SO3) SO4

2- mg/L <0.2 2.38

PQL < mg/L 0.2 0.2

Report No. LV-005974
Job No. R016749
Client Name: Quantem

Results page 2 of 2



Envirolab Services Pty Ltd

ABN 37 112 535 645

12 Ashley St Chatswood NSW 2067

ph 02 9910 6200   fax 02 9910 6201

customerservice@envirolab.com.au

www.envirolab.com.au

CERTIFICATE OF ANALYSIS 354684

1/251 Princes Hwy, Unanderra, NSW, 2526Address

Administration EmailAttention

Ektimo (Unanderra)Client

Client Details

24/06/2024Date completed instructions received

24/06/2024Date samples received

2 Filter, 4 Water, 2 FilterNumber of Samples

R016749Your Reference

Sample Details

Please refer to the last page of this report for any comments relating to the results.

Results are reported on a dry weight basis for solids and on an as received basis for other matrices.

Samples were analysed as received from the client. Results relate specifically to the samples as received.

Please refer to the following pages for results, methodology summary and quality control data.

Analysis Details

Tests not covered by NATA are denoted with *Accredited for compliance with ISO/IEC 17025 - Testing.

NATA Accreditation Number 2901. This document shall not be reproduced except in full.

01/07/2024Date of Issue

01/07/2024Date results requested by

Report Details

Nancy Zhang, Laboratory Manager

Authorised By

Giovanni Agosti, Group Technical Manager

Results Approved By

Revision No: R00
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Client Reference: R016749

<2<2µg/filterTin

<1<1µg/filterVanadium

<5<5µg/filterSelenium

5<1µg/filterNickel

4<0.5µg/filterManganese

<0.5<0.5µg/filterCobalt

160<0.5µg/filterChromium

<0.5<0.5µg/filterBeryllium

<0.2<0.2µg/filterMercury

<1<1µg/filterLead

<0.5<0.5µg/filterCadmium

<2<2µg/filterArsenic

<5<5µg/filterAntimony

25/06/202425/06/2024-Date analysed

25/06/202425/06/2024-Date prepared

FilterFilterType of sample

N21907N21904UNITSYour Reference

354684-4354684-1Our Reference

Metals on filters

Envirolab Reference: 354684

R00Revision No:
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Client Reference: R016749

[NA]<1[NA]<1µg/LTin-Dissolved

[NA]<1[NA]<1µg/LVanadium-Dissolved

[NA]<1[NA]<1µg/LSelenium-Dissolved

[NA]2[NA]1µg/LNickel-Dissolved

[NA]17[NA]22µg/LManganese-Dissolved

[NA]<1[NA]<1µg/LCobalt-Dissolved

[NA]5[NA]4µg/LChromium-Dissolved

[NA]<0.5[NA]<0.5µg/LBeryllium-Dissolved

0.2<1<0.1<1µg/LMercury-Dissolved

[NA]2[NA]<1µg/LLead-Dissolved

[NA]0.9[NA]<0.1µg/LCadmium-Dissolved

[NA]<1[NA]<1µg/LArsenic-Dissolved

[NA]<1[NA]<1µg/LAntimony-Dissolved

27/06/202427/06/202427/06/202427/06/2024-Date analysed

27/06/202427/06/202427/06/202427/06/2024-Date prepared

[NA]<0.5[NA]<0.5µgTin

[NA]<0.5[NA]<0.5µgVanadium

[NA]<0.5[NA]<0.5µgSelenium

[NA]0.7[NA]<0.5µgNickel

[NA]6[NA]4µgManganese

[NA]<0.5[NA]<0.5µgCobalt

[NA]2[NA]0.8µgChromium

[NA]<0.5[NA]<0.5µgBeryllium

<1<10<1<10µgMercury

[NA]0.7[NA]<0.5µgLead

[NA]0.3[NA]<0.05µgCadmium

[NA]<0.5[NA]<0.5µgArsenic

[NA]<0.5[NA]<0.5µgAntimony

187345179197mLVolume

WaterWaterWaterWaterType of sample

N21909N21908N21906N21905UNITSYour Reference

354684-6354684-5354684-3354684-2Our Reference

Metals in water - mass units

Envirolab Reference: 354684

R00Revision No:
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Client Reference: R016749

Determination of various metals by ICP-MS. 
 
 Please note for Bromine and Iodine, any forms of these elements that are present are included together in the one result 
reported for each of these two elements.
 
 Salt forms (e.g. FeO, PbO, ZnO) are determined stoichiometrically from the base metal concentration.

Metals-022

Determination of Mercury by Cold Vapour AAS. Metals-021

Determination of various metals on filters by ICP-AES/MS and or CV/AAS. Note - air volume measurements are not covered by 
Envirolab's NATA accreditation.
 

Metals-020/021/022

Methodology SummaryMethod ID

Envirolab Reference: 354684

R00Revision No:
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Client Reference: R016749

[NT]106[NT][NT][NT][NT]<2Metals-020/021/0222µg/filterTin

[NT]104[NT][NT][NT][NT]<1Metals-020/021/0221µg/filterVanadium

[NT]99[NT][NT][NT][NT]<5Metals-020/021/0225µg/filterSelenium

[NT]103[NT][NT][NT][NT]<1Metals-020/021/0221µg/filterNickel

[NT]101[NT][NT][NT][NT]<0.5Metals-020/021/0220.5µg/filterManganese

[NT]100[NT][NT][NT][NT]<0.5Metals-020/021/0220.5µg/filterCobalt

[NT]102[NT][NT][NT][NT]<0.5Metals-020/021/0220.5µg/filterChromium

[NT]103[NT][NT][NT][NT]<0.5Metals-020/021/0220.5µg/filterBeryllium

[NT]84[NT][NT][NT][NT]<0.2Metals-020/021/0220.2µg/filterMercury

[NT]102[NT][NT][NT][NT]<1Metals-020/021/0221µg/filterLead

[NT]102[NT][NT][NT][NT]<0.5Metals-020/021/0220.5µg/filterCadmium

[NT]102[NT][NT][NT][NT]<2Metals-020/021/0222µg/filterArsenic

[NT]105[NT][NT][NT][NT]<5Metals-020/021/0225µg/filterAntimony

[NT]25/06/2024[NT][NT][NT][NT]25/06/2024-Date analysed

[NT]25/06/2024[NT][NT][NT][NT]25/06/2024-Date prepared

[NT]LCS-1RPDDup.Base#BlankMethodPQLUnitsTest Description

Spike Recovery %DuplicateQUALITY CONTROL: Metals on filters

Envirolab Reference: 354684

R00Revision No:
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Client Reference: R016749

[NT]94[NT][NT][NT][NT]<1Metals-0221µg/LTin-Dissolved

[NT]88[NT][NT][NT][NT]<1Metals-0221µg/LVanadium-Dissolved

[NT]92[NT][NT][NT][NT]<1Metals-0221µg/LSelenium-Dissolved

[NT]90[NT][NT][NT][NT]<1Metals-0221µg/LNickel-Dissolved

[NT]83[NT][NT][NT][NT]<5Metals-0225µg/LManganese-Dissolved

[NT]89[NT][NT][NT][NT]<1Metals-0221µg/LCobalt-Dissolved

[NT]87[NT][NT][NT][NT]<1Metals-0221µg/LChromium-Dissolved

[NT]96[NT][NT][NT][NT]<0.5Metals-0220.5µg/LBeryllium-Dissolved

[NT]112[NT][NT][NT][NT]<0.05Metals-0210.05µg/LMercury-Dissolved

[NT]96[NT][NT][NT][NT]<1Metals-0221µg/LLead-Dissolved

[NT]91[NT][NT][NT][NT]<0.1Metals-0220.1µg/LCadmium-Dissolved

[NT]91[NT][NT][NT][NT]<1Metals-0221µg/LArsenic-Dissolved

[NT]92[NT][NT][NT][NT]<1Metals-0221µg/LAntimony-Dissolved

[NT]27/06/2024[NT][NT][NT][NT]27/06/2024-Date analysed

[NT]27/06/2024[NT][NT][NT][NT]27/06/2024-Date prepared

[NT][NT][NT][NT][NT][NT]<0.5Metals-0220.5µgTin

[NT][NT][NT][NT][NT][NT]<0.5Metals-0220.5µgVanadium

[NT][NT][NT][NT][NT][NT]<0.5Metals-0220.5µgSelenium

[NT][NT][NT][NT][NT][NT]<0.5Metals-0220.5µgNickel

[NT][NT][NT][NT][NT][NT]<3Metals-0223µgManganese

[NT][NT][NT][NT][NT][NT]<0.5Metals-0220.5µgCobalt

[NT][NT][NT][NT][NT][NT]<0.5Metals-0220.5µgChromium

[NT][NT][NT][NT][NT][NT]<0.5Metals-0220.5µgBeryllium

[NT][NT][NT][NT][NT][NT]<0.5Metals-0210.5µgMercury

[NT][NT][NT][NT][NT][NT]<0.5Metals-0220.5µgLead

[NT][NT][NT][NT][NT][NT]<0.05Metals-0220.05µgCadmium

[NT][NT][NT][NT][NT][NT]<0.5Metals-0220.5µgArsenic

[NT][NT][NT][NT][NT][NT]<0.5Metals-0220.5µgAntimony

[NT]LCS-W4RPDDup.Base#BlankMethodPQLUnitsTest Description

Spike Recovery %DuplicateQUALITY CONTROL: Metals in water - mass units

Envirolab Reference: 354684

R00Revision No:
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Client Reference: R016749

Not ReportedNR

National Environmental Protection MeasureNEPM

Not specifiedNS

Laboratory Control SampleLCS

Relative Percent DifferenceRPD

Greater than>

Less than<

Practical Quantitation LimitPQL

Insufficient sample for this testINS

Test not requiredNA

Not testedNT

Result Definitions

Envirolab Reference: 354684

R00Revision No:
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Client Reference: R016749

Guideline limits for Rinse Water Quality reported as per analytical requirements and specifications of AS 4187, Amdt 2 2019, Table
7.2

The recommended maximums for analytes in urine are taken from “2018 TLVs and BEIs”, as published by ACGIH (where available).
Limit provided for Nickel is a precautionary guideline as per Position Paper prepared by AIOH Exposure Standards Committee,
2016.

Australian Drinking Water Guidelines recommend that Thermotolerant Coliform, Faecal Enterococci, & E.Coli levels are less than
1cfu/100mL. The recommended maximums are taken from "Australian Drinking Water Guidelines", published by NHMRC & ARMC
2011.

Surrogates are known additions to each sample, blank, matrix spike and LCS in a batch, of compounds which
are similar to the analyte of interest, however are not expected to be found in real samples.

Surrogate Spike

This comprises either a standard reference material or a control matrix (such as a blank sand or water) fortified
with analytes representative of the analyte class. It is simply a check sample.

LCS (Laboratory
Control Sample)

A portion of the sample is spiked with a known concentration of target analyte. The purpose of the matrix spike
is to monitor the performance of the analytical method used and to determine whether matrix interferences
exist.

Matrix Spike

This is the complete duplicate analysis of a sample from the process batch. If possible, the sample selected
should be one where the analyte concentration is easily measurable.

Duplicate

This is the component of the analytical signal which is not derived from the sample but from reagents,
glassware etc, can be determined by processing solvents and reagents in exactly the same manner as for
samples.

Blank

Quality Control Definitions

Samples for Microbiological analysis (not Amoeba forms) received outside of the 2-8°C temperature range do not meet the ideal
cooling conditions as stated in AS2031-2012.

Analysis of aqueous samples typically involves the extraction/digestion and/or analysis of the liquid phase only (i.e. NOT any settled
sediment phase but inclusive of suspended particles if present), unless stipulated on the Envirolab COC and/or by correspondence.
Notable exceptions include certain Physical Tests (pH/EC/BOD/COD/Apparent Colour etc.), Solids testing, total recoverable metals
and PFAS where solids are included by default.

Measurement Uncertainty estimates are available for most tests upon request.

Where matrix spike recoveries fall below the lower limit of the acceptance criteria (e.g. for non-labile or standard Organics <60%),
positive result(s) in the parent sample will subsequently have a higher than typical estimated uncertainty (MU estimates supplied on
request) and in these circumstances the sample result is likely biased significantly low.

Where sampling dates are not provided, Envirolab are not in a position to comment on the validity of the analysis where
recommended technical holding times may have been breached.

When samples are received where certain analytes are outside of recommended technical holding times (THTs), the analysis has
proceeded. Where analytes are on the verge of breaching THTs, every effort will be made to analyse within the THT or as soon as
practicable.

In circumstances where no duplicate and/or sample spike has been reported at 1 in 10 and/or 1 in 20 samples respectively, the
sample volume submitted was insufficient in order to satisfy laboratory QA/QC protocols.

Matrix Spikes, LCS and Surrogate recoveries: Generally 70-130% for inorganics/metals (not SPOCAS); 60-140% for
organics/SPOCAS (+/-50% surrogates) and 10-140% for labile SVOCs (including labile surrogates), ultra trace organics and
speciated phenols is acceptable.

Duplicates: >10xPQL - RPD acceptance criteria will vary depending on the analytes and the analytical techniques but is typically in
the range 20%-50% – see ELN-P05 QA/QC tables for details; <10xPQL - RPD are higher as the results approach PQL and the
estimated measurement uncertainty will statistically increase.

For VOCs in water samples, three vials are required for duplicate or spike analysis.

Spikes for Physical and Aggregate Tests are not applicable.

Filters, swabs, wipes, tubes and badges will not have duplicate data as the whole sample is generally extracted during sample
extraction.

Duplicate sample and matrix spike recoveries may not be reported on smaller jobs, however, were analysed at a frequency to meet
or exceed NEPM requirements. All samples are tested in batches of 20. The duplicate sample RPD and matrix spike recoveries for
the batch were within the laboratory acceptance criteria.

Laboratory Acceptance Criteria

Envirolab Reference: 354684

R00Revision No:
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Client Reference: R016749

Metals in water - mass units - The PQL has been raised for Hg due to the sample matrix requiring dilution.

Report Comments

Envirolab Reference: 354684

R00Revision No:
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